
Water-Based UV Curable Resin

OLESTERTM XRA2504

-Contact detail-

Appearance
Technical Information

Features of OLESTERTM XRA

Mitsui Chemicals 

Tokyo Midtown Yaesu, Tokyo, Japan 

Coatings & Engineering Materials Division

E-Mail : Kenta.Sunada@mitsuichemicals.com

➢ Non-hazardous nonionic urethane acrylate resin

➢ Excellent water dispersibility

Item XRA2504

Type Nonionic

Non-volatile content (%) 100

Viscosity(ｍPa・s/25℃) 1500～2500

Resin ratio
XRA2504

100
XRA2504/DPHA

75/25

Crawling（Black PC） 〇 ( )*

Hardness (PET） 2H 3H

A
d

h
es

io
n ABS 25/25 25/25

PC/ABS 25/25 25/25

PC 25/25 25/25

Water resistance
（Black PC, 80℃×1Hr)

〇

① Addition of UV oligomer(DPHA、
    PETA, TMPTA etc) to XRA2504

② Ion exchanged water

1500rpm

20～60mins.

Dispersing

Filtration

Coating Properties of OLESTERTM XRA

Easy to 

disperse

Non-

hazardous

The above data are not standard values

Mitsui Chemicals Europe GmbH

Helmholtzstr. 19, 40215 Düsseldorf, Germany

E-Mail : akira.wahio@mcie.de

HP : eu.mitsuichemicals.com

* ：good( ):not bad
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